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Acoustic energy density and acoustic intensity are quantities which are well established and 
widely applied. When these are applied to pressure and particle-velocity fields which are the 
linear superposition of more than one wave they naturally separate into multiple terms; some 
of these involve only one of the constituent waves and others involve combinations of two 
waves. When one-dimensional energy measures such as covariance or power-spectral densi-
ty are applied to sums of signals in this way, the terms involving only one signal are desig-
nated the ‘auto’ terms and the terms involving the combination of two signals are designated 
the ‘cross’ terms. This paper proposes that this terminology be extended to the acoustic en-
ergy measures, hence acoustic ‘cross-energy density’ and acoustic ‘cross-intensity’, and their 
physical interpretations as measures of common acoustic energy flow are discussed. It is also 
well known that the divergence theorem may be applied to the acoustic energy density and 
acoustic intensity to produce the energy flux relation; this states that acoustic energy is con-
served in a volume containing a lossless medium. Here it is shown that the same may be 
done for the cross-energy quantities, producing an equivalent energy-flux relationship for the 
new cross-energy measures and showing that conservation of energy applies to these also. 
Furthermore it is shown that the resulting integral is equivalent to the Kirchhoff-Helmholtz 
Boundary Integral Equation when one of the waves is a converging spherical wave. This 
leads to a new energy interpretation which is also informative for other choices of waves, 
such as plane-waves and higher-order spherical harmonic waves. Applications of these ideas 
include the near-field to far-field transformation used in Finite Difference Time Domain 
modelling, and near-field compensated Ambisonics, where it suggests new ways to couple 
computer simulation algorithms to auralisation systems and new microphone array designs. 
 
1. Introduction 
When attempting to measure the transfer function of a linear time-invariant system, such as the 
acoustic response of a room, in the presence of noise, a standard approach is to the cross-power 
spectral density method. In this, we repeatedly compute the cross-power between the excitation and 
measured signals. Upon averaging, this picks out the component of the measured signal which has a 
fixed phase relationship with the excitation, being the excitation multiplied by the transfer function, 
and ignores the background noise, since it is incoherent with the excitation signal. The result of this 
is normalised by the auto-power spectral density of the excitation to obtain the information desired. 
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In this paper we are primarily interested in devising a similar approach but for matching waves, 
which are functions of three dimensions plus time, in place of signals, which are functions only of 
time. The most obvious application here is microphone arrays designed for spatial audio recording
1
. 
These sample an acoustic pressure field (and/or possibly its gradient) and attempt to represent it as 
near-field compensated Ambisonic components (i.e. as a weighted sum of the spherical basis func-
tions of the Helmholtz equation). Another possibility would be beam-forming, in which case the 
desired sound is usually a plane wave arriving from a particular angle to the absence of all else. 
Both of these approaches fundamentally try to measure the amount of one particular wave present 
in a sound-field which comprises many different waves superimposed. Our strategy toward achiev-
ing this is to look for an equivalent metric which quantifies the similarity of two waves, akin to how 
the cross-power approach works for signals. Given a sound field to measure and the definition of 
the wave term we want to extract (the ‘testing’ wave), we would compute this metric between the 
two (and then if necessary normalise by the metric for the testing wave with itself). As with cross-
power spectral density measurement, the result would be a scalar stating the amount of the testing 
wave present in the measured sound-field. This has the potential to be a flexible framework since 
any wave can in principle be chosen as the testing wave. We refer to this approach as ‘wave-
matching’. It was recently published applied to the decoding of time-harmonic signals into near-
field compensated Ambisonic components
2
 and this paper aims to extend those ideas, not least to 
include the time domain. 
Our starting point to establish a wave-matching (or wave similarity) metric is acoustic energy
3
. 
When acousticians talk about acoustic energy or sound power there is usually the implication that 
phase information has been discarded; consider for example energy methods such as ray-tracing in 
room acoustic modelling or the addition of sound power in environmental acoustics. However here 
we will start from exact statements for instantaneous acoustic energy density (and intensity) and 
focus specifically on the parts which are discarded when phase-free sound-power addition is per-
formed. We will see that these parts are equivalent to the cross-power terms in signal processing, 
and they will become our metric. It will be seen that the corresponding energy and intensity quanti-
ties are related by an integral statement equivalent to Green’s second theorem applied to acoustic 
waves, thereby bringing this a physical interpretation and a time-domain equivalent. 
2. Acoustic energy density
2.1 Instantaneous acoustic energy density for transient waves 
Consider a wave which exists within a homogeneous isotropic medium with wavespeed   and 
density  . It is denoted by its velocity potential  (   ), where   is time and vector   is a point in 3D 
Cartesian space, and satisfies the wave equation      ̈   ⁄  (where dots over a quantity indicate 
temporal differentiation) within a volume  .  Pressure   and particle velocity   for this wave may 
respectively be found from its velocity potential by      ̇  and     . The instantaneous 
acoustic energy density   (   ) of   is
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Here the statement on the left is the well-known definition, which combines the kinetic and po-
tential energy present in  . In the statement on the right, the two squared terms have been expanded 
out, replacing the square of the magnitude of   with a dot product, and then all quantities have been 
re-written in terms of the velocity potential  .  
Consider now the presence of a second acoustic wave   which also satisfies the wave equation 
in volume  . Its pressure and particle velocity will be denoted by   and   respectively, so      ̇ 
and     . The acoustic energy density of the sum of these two waves is: 
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Note that the dependence of     ,   and   on (   ) has been omitted here to save space. Ex-
panding out the various combinations of   and   which occur we find that terms of the following 
form naturally arise, which we denote    : 
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Exploiting the subscript notation we can write that  (   )             . It seems 
appropriate to call this new quantity    the ‘acoustic cross-energy density’, akin to the meaning of 
cross-covariance in signal processing. Appropriately, it is symmetric (      ) and reduces to 
the standard definition for acoustic energy density in Eq. 1 in the “auto” case (i.e.     ). 
2.2 Physical interpretation of cross-energy 
Having introduced the concept of acoustic cross-energy and defined the new quantity    , it is 
appropriate to consider its physical interpretation. To this end we examine further the parallel with 
the use of covariance in signal processing. For two signals  ( ) and  ( ), both with zero mean, the 
cross-covariance is defined as: 
(4)    ( )  ∫  ( ) 
 (   )  
 
  
  
Equation 4 is typically understood as being a measure of the similarity of two signals, the second 
signal   being subjected to a ‘lag’  . It also has an established interpretation as a measure of the 
energy two signals have in common, and its Fourier transform is the cross-power spectral density of 
the two signals. Here we are interested primarily in the case where    , for which the cross-
covariance can also be written using inner product notation as    ( )  〈   〉. This also has an 
interpretation as an energy norm; indeed    ( ) gives the mean-square value of signal  . It should 
be noted however that these quantities can only be regarded as proportional to the energy in the 
signal, since the characteristic impedance of the transmission medium is unknown; the mean-square 
value of signal   is proportional to the energy it would dissipate into a hypothetical resistive load. 
In contrast, the instantaneous acoustic energy density in Eq. 1 is a precise statement for the 
acoustic energy density present in a wave. This is possible because it includes both pressure and 
particle velocity and takes into account the density   and wave-speed   in the medium. This means 
it gives information on the energy present without time integration. It is however a spatial density 
and must be integrated over a volume in order to compute Joules instead of Joules per metre cubed.  
Returning to the new cross-energy density quantity in Eq. 3 and the relation that  (   )  
           , it is clear that         is the sum of energy density present in the two 
waves   and   individually. This term is always positive and predicts an increase of +3dB if two 
waves of equal energy are present; it is equivalent to the sound power addition which occurs when 
signals that are incoherent in time are summed. In contrast to this, it is known that energy density 
would quadruple (+6dB) if the waves   and   are identical, of vanish if      (i.e. destructive 
interference is occurring); incoherent energy addition does not give the complete picture. 
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The cross-energy terms       are the difference between the exact result and the one given 
by simple power addition. It appears therefore that these terms must in some sense measure the ex-
tent to which the waves   and   are ‘similar’; this is consistent with the understanding of cross-
covariance as a measure of the similarity of signals. In particular, if   and   are identical then it is 
easy to show that                , so  (   )       (+6dB increase), or if     
then                , so  (   )   . Based on these two extremes (and the form of 
Eq. 3) we would expect the cross-energy density to obey a Cauchy-Schwarz inequality of the form 
|   |  √      . Other axioms such as linearity and positive-definiteness are also easily proven.
Other more subtle combinations produce patterns in which     differs in sign in different loca-
tions. Figure 1 illustrates an example when   and   are plane waves which are identical except for 
their propagation direction. Here it can be seen that simply adding the energy density of the two 
waves (Fig. 1g) fails to capture the interference effects which occur between in the two waves and 
are visible in both Fig. 1c and Fig. 1d. The cross-energy density, plotted in Fig. 1h, is (half) the dif-
ference between  (   ) in Fig. 1d and       in Fig. 1g. This shows what the error in due to in-
coherent energy addition is. 
2.3 Time-averaged acoustic energy density for time-harmonic waves 
Care has to be taken when using complex time-harmonic notation with energy measures, since 
there is potential for confusion between instantaneous and time-averaged quantities, and for differ-
ing amplitude definitions when mixing real and complex-valued waves. In particular the instantane-
ous acoustic energy density of a real-valued time harmonic wave comprises a time-invariant part 
plus a part which oscillates at twice the frequency of the field quantities.  
The time-averaged acoustic energy density for a time-harmonic wave with angular frequency   
is: 
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Here we have added a bar over   to indicate the presence of temporal averaging.   denotes the 
complex spatial amplitude of  , i.e.  (   )      ( (   )     ), and conjugates (indicated by 
an asterisk) have been introduces on the second quantity in each product to be consistent with the 
original definition of acoustic energy density, which is stated in terms of magnitudes squared. In 
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Figure 1: Two plane waves 𝝋 and 𝝍 and their energy densities (see text for definition of 
symbols in subplots captions). Both are modulated Gaussian functions with identical 
pulse length and modulation parameters, but with propagation directions (indicated by 
arrows in a and b) which differ by 40°. Note that colour-scales differ between sub-plots, 
though red indicates positive values and blue indicates negative values in all cases. 
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addition, the time derivatives have been evaluated in the second term; these amount to multiplica-
tion by     and    for each term respectively (due to the presence of the conjugate), which after 
division by    produces the term   , where     ⁄  is the wavenumber in radians per meter. 
Equation 5 differs from that used by Pierce in section 1-11 of Ref. 3 in that he has a factor of a ¼ 
outside the bracket. This arises due to the aforementioned differences in notation convention, and is 
discussed in more detail by Morse and Ingard
4
 (see section 6.2). We have opted to use a ½ in Eq. 5 
since this then matches with the standard definition of time-averaged acoustic intensity used in the 
next section. Morse and Ingard point out that for this to be exact the complex amplitudes, such as 
 , must be regarded as RMS quantities, that is the peak amplitude normalized by a factor of √ . 
The time averaged acoustic cross-energy density is equivalently given by: 
(6)   (   )  
 
 
 [  (   )     (   )     (   )  (   )]  
Here  (   ) is the complex spatial amplitude of wave  . Unlike   which is purely real,   
may be complex. However it is also conjugate symmetric, meaning       is purely real and 
(   )              as expected. 
3. Acoustic Intensity
3.1 Instantaneous acoustic intensity for transient waves 
An accompanying quantity is instantaneous acoustic power-flux density (i.e. the flow of acoustic 
energy density), better known as acoustic intensity. It is defined as: 
(7)   (   )   (   ) (   )     ̇(   )  (   ) 
Using only the property that  satisfies the wave equation it is straightforward to show that  
and    are related by the well-known energy-flux relation ̇       . The divergence theorem 
may be applied to this over a connected volume   bounded by a surface  : 
(8) 
∭ ̇ (   )  
 
 ∬ ̂    (   )   
 
 
Here  ̂  is a unit vector normal to surface   at point  ; we have followed the convention used in 
the Boundary Element Method (BEM) and defined  ̂  to point into the volume   enclosed by  , 
hence there is no minus sign in Eq. 8. This statement is sometimes referred to as the “acoustic ener-
gy conservation law” (see section 1.11 of Ref. 4, where this is in turn cited to Kirchhoff). It has the 
physical interpretation that within a lossless medium, energy is not created or destroyed and any 
change in total energy (versus time) is due to power flow through the surface bounding the volume 
under consideration. Note that if the medium includes sources these must be excluded from   in 
order for Eq. 8 to hold (as is done in the derivation of the Kirchhoff-Helmholtz Boundary Integral 
Equation).  
We propose a corresponding quantity “cross-intensity”    , defined as: 
(9) 
   (   )  
 
 
[ (   ) (   )   (   ) (   )] 
  
 
 
 [ ̇(   )  (   )   ̇(   )  (   )]
Importantly, this definition satisfies  ̇          so     naturally has an interpretation as the 
flux of  ̇  . It could therefore equivalently be called the instantaneous acoustic cross-power-flux 
density. Like     it is symmetric and reduces to the standard definition of acoustic intensity in the 
“auto” case i.e.       . Exploiting the subscript notation we can write a similar addition rule: 
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 (   )               . Following the reasoning in section 2.2, since       represents the 
incoherent power addition of the energy flow due to the two waves   and  ,     must in some 
sense represent the power flow which these two waves have in common.  
In addition, we can apply the divergence theorem to the relation ̇          to obtain the 
surprising and remarkable statement: 
(10) 
∭ ̇  (   )  
 
 ∬ ̂     (   )   
 
  
Equation 10 shows that the acoustic energy conservation law also applies to cross-energy, and 
can be interpreted equivalently i.e. within a lossless medium cross-energy is not created or de-
stroyed and any change in total cross-energy (versus time) is due to cross-power flow through the 
surface bounding the volume under consideration. 
In addition, integrating Eq. 10 in time gives: 
(11) ∭   (    )  
 
 ∭   (    )  
 
 ∫ ∬ ̂     (   )   
 
  
  
   
Equation 11 states that the difference between the total cross-energy of wave   in volume   at 
time    and at time    is the time integral of the cross-intensity passing through the boundary of the 
volume between those two times.  If we assume that   and   are transient and    is sufficiently far 
in the past that they had not entered   yet, then it follows that    (    ) is zero in all of   and the 
volume integral on the right hand side vanishes. This means that anything integrating    over   
can tell us about the similarity of   and   at the present time, can also be found by integrating the 
time history of  ̂     . Thus the latter can also be used as a wave similarity measure. 
3.2 Time-averaged acoustic intensity 
Time-averaged acoustic intensity is given by: 
(12) 
  (   )      ( (   ) 
 (   )) 
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Here the first statement is the standard definition, the second statement has the Real operator ex-
panded as half the sum of the argument and its conjugate, and the third statement has been written 
in terms of velocity potential  . Note that the minus sign between the two terms arise because 
 ̇( )      ( ) whereas  ̇ (   )       (   ). Note also that this Eq. 12 differs from Eq. 20 
in Ref. 2 because the   represented pressure there and here it represents velocity potential. 
The corresponding time-averaged acoustic cross-intensity is defined as: 
(13)    (   )  
 
 
   [ (   )   (   )    (   )  (   )] 
Like was the case for   , it is possible that     may be complex. However it is also conjugate 
symmetric, meaning         is purely real and  (   )                  as expected. 
3.3 Equivalence with Green’s 2nd Theorem 
The time-averaged quantities obey the same divergence identities that the instantaneous quanti-
ties do, except that the time-averaged energy density is of course time-invariant so      ⁄   , 
leading to the well-known result for time-averaged intensity (see e.g. section 1-11 of Ref 3) that: 
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(14) 
∬ ̂    (   )  
 
    
This equation is extremely useful since it allows the sound power of a source to be measured in 
situ by summing a set of intensity measurements performed over an enclosing surface. 
The same properties also apply to the cross quantities we have proposed, hence we also have: 
(15) 
∬ ̂     (   )  
 
    
This remarkable statement has the physical interpretation that time-averaged cross-energy enter-
ing and leaving a region must sum to zero for a time-harmonic problem; i.e. total acoustic cross-
energy in the enclosed volume   is constant. It also has a measurement interpretation, which is dis-
cussed in more details in Ref. 2. As suggested in the introduction, this allows us to find the amount 
of a testing wave   present in a measured wave  , simply by weighting measurements of     and 
  according to Eq. 13 and integrating over a surface. 
Furthermore, examining the form of     in Eq. 13 it is also apparent that Eq. 15 is equivalent to 
Green’s second theorem applied to acoustic waves, once the fact that  and  satisfy the Helmholtz 
equation has been used to eliminate the volume integral. The only key different is that a conjugate 
has been applied to  in Eq. 13, but this is really just a minor change in the definition of  ; omit-
ting it corresponds to time reversal (under which the wave equation is still satisfied). 
This can be exemplified by considering the Kirchhoff-Helmholtz boundary integral equation: 
(16) 
 (   )  ∬ ̂  [ (   )  (     )   (     )  (   )]  
 
  
Here  (     )     |   |   |   |⁄  is the free-space Green’s function. The standard physical
interpretation of this is of boundary monopole and dipole sources, with amplitudes weighted by 
 ̂     and  respectively, emanating into the volume V and reconstructing  at an observer posi-
tion  . This interpretation is depicted in Fig. 2a and is the basis of Wave Field Synthesis. 
Alternatively, Eq. 15 gives the following if it assumed that    , i.e. a contracting spherical 
wave which coalesces at  . Note that a vanishingly small region around   must be excluded from   
before the divergence theorem can be applied, and it is this (as in the derivation of Eq. 16) which 
produces the term  (   ) on the left hand side: 
(17) 
 (   )  ∬ ̂     (   )  
 
 
 ∬ ̂  [ (   )  
 (     )    (     )  (   )]  
 
  
It should be immediately obvious that these are equal given the definition of   used. However 
given what has been discussed so far, Eq. 17 has another interpretation, of a microphone array de-
signed to sense the wave   as depicted in Fig. 2b. This essentially performs a spatial cross-
correlation over  , collecting cross-intensity and mapping it across   such that the correct value of 
  at   is found (assuming   encloses  ). 
Finally, we ask what the time domain equivalent of Eq. 15 might be for transient signals. For this 
we return to Eq. 11 and assume that      , before any acoustic energy has arrived, and    
  , at which point it has all left. Substituting in these two limits eliminates the volume integrals 
giving: 
The 22
nd
 International Congress on Sound and Vibration 
ICSV22, Florence, Italy, 12-16  July 2015 8 
(18) ∫∬ ̂     (   )   
 
 
  
     
This states that for a transient problem the net acoustic cross-power flux through a surface 
bounding a lossless medium is zero, i.e. any acoustic cross-energy which enters a region will ulti-
mately leave it again. 
4. Conclusions and further work
That concludes the findings which it has been possible to report in these conference proceedings. 
Further application ideas pertaining to microphone array design, in particular relating this work to 
that of Hulsebos et al
5
, and to coupling acoustic prediction models with Auralisation hardware, will 
be discussed in the lecture presentation. 
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𝐱 𝐱 
Figure 2: Complimentary interpretations of the Kirchhoff-Helmholtz boundary integral equation. 
a): the standard ‘Wave Field Synthesis’ interpretation of monopole and dipole boundary  
sources radiating waves which sum to form the wave at an observer point 𝐱. 
b): the new ‘microphone array’ interpretation, computing the cross-intensity between the 
measured wave and a ‘testing wave’ (blue), being a contracting spherical wave which coalesces at 
𝐱. 
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